
Pipe Fittings 17www.talis-group.com

Technical specifications
• �Use: in rigid installations where it may be 

necessary to dismantle any mechanism (valves, 
meters, pumps,...)

• �Can be used as expansion joint.
• Nodular cast iron. GGG-50 QUALITY.
• EPDM gasket.
• Flanges suitable for PN-10 and PN-16.

Telescopic dismantling joint
Series 1020

REF. pipe 
ND

Max.
Leng-

th

Min.
Length

Nº
Fastenings Fastenings Weight

1021 40 180 140 4 M16x270 6

1022 50 180 140 4 M16x270 7

1023 65 190 160 4 M16x280 9

1024 80 195 155 4 M16x280 11

1025 100 205 165 4 M16x280 13

1026 125 250 210 4 M16x350 20

1027 150 265 215 4 M20x380 23

1028 200 315 255 4 M20x440 36

1029 250 385 310 4 M24x530 59

1030 300 345 285 4 M24x500 70

1031 350 405 325 4 M24x560 91

1032 400 430 355 4 M27x590 112

1033 500 490 390 4 M30/650 166

Following data refers to DN600 and bigger sizes, PN10/16 (PN25 upon request).

Bigger sizes and pressures upon request.

PART DESCRIPTION STANDARD MATERIAL

1 Exterior hoop AISI-304

2 Interior hoop AISI-304

3 FLANGES Carbon steel

4 Clamping flanges Carbon steel

5 Gasket Neoprene

6 Bolts and nuts Zinc coated steel

DN L
PN-10 PN-16

TOL. • D • K • L Nº Tal b TOL. • D • K • L Nº Tal b

600

300

±50 780 725 30 20 28 ±50 840 770 36 20 36

700 ±50 895 840 30 24 39 ±50 910 840 36 24 36

750 ±50 965 900 33 24 30 ±50 970 900 36 24 36

800 ±50 1015 950 33 24 32 ±50 1025 950 39 24 38

900 ±50 1115 1050 33 28 34 ±50 1125 1050 39 28 40

1000 ±50 1230 1160 36 28 34 ±50 1255 1170 42 28 42

1100

300

±50 1340 1270 36 28 34 ±50 1355 1270 42 32 42

1200 ±50 1455 1380 39 32 38 ±50 1485 1390 48 32 48

1300 ±50 1575 1490 42 32 38 ±50 1585 1490 48 32 48

1400 ±50 1675 1590 42 36 42 ±50 1685 1590 48 36 52

1500 ±50 1785 1700 42 36 42 ±50 1820 1710 56 36 52

1600 ±50 1915 1820 48 40 46 ±50 1930 1820 56 40 58

1700 ±50 2015 1920 48 40 48 ±50 2030 1920 56 44 60

1800 ±50 2115 2020 48 44 50 ±50 2130 2020 56 44 62

2000 ±50 2325 2230 48 48 54 ±50 2345 2230 62 48 66


