
Make your processes flexible

GRUNDFOS Euro-HYGIA®
			          Sanitary endsuction



For the stricteST hygienic      
requirements in the world  

Shaft seals – choose the one to suit you
A wide range of shaft seal options is available to suit differ-
ent media and applications. The single inboard seals used 
maintain the optimum position in the liquid. 
Choices include:
•	 ���Construction: single or double mechanical shaft seals
•	 Standard seal face material: carbon/stainless steel and
     SiC/SiC
•	 Standard O-ring material: EPDM (FDA-compliant)
•	 Additional constructions and designs available upon 	 	
	 request.

Additional information 
available in Grundfos WebCAPS

Please consult Grundfos WebCAPS for more detailed infor-
mation on subjects including
•	 Optional seal materials
•	 Connection options
•	 Additional options.

The premium Euro-HYGIA® range of single-stage, end-
suction centrifugal pumps is designed for use in indus-
tries where hygiene and flexibility are top priorities. They 
are made from high-quality materials to meet some of the 
world’s strictest hygienic standards, but their true distin-
guishing feature is their flexibility. Your Euro-HYGIA® pump 
can be adapted to suit any task where reliable, hygienic 
pumping is required – e.g. within the following areas:

Life science/Pharmaceuticals
• Pure water systems (WFI)
• Biotechnology
• Infusion
• Nutrient and alcohol infusions
• Filling/bottling systems

Personal care
• Pure water
• Lotions
• Perfumes

Food & Beverage
• Beer/breweries
• Dairies
• Soft drink mixing

Other
• Cleaning solutions (CIP-systems)
• Water treatment
• Semi-conductor rinsing

Designed to the highest of standards
The materials used in Euro-HYGIA® pumps were chosen for 
their hygienic properties. For example, casings made from 
CrNiMo stainless steel 1.4435 (equivalent to AISI 316L) en-
sure a smooth, pore-free finish. 

Certification compliance 
Euro-HYGIA® pumps are CIP and SIP-capable in accordance 
with the DIN EN 12462 performance criteria. The wet-end 
parts meet the Qualified Hygienic Design (QHD) standards 
and hold an EHEDG test certificate for CIP-cleanability. They 
also meet the GOST standard (Russia) and, in a special ver-
sion (FB), the 3A Sanitary Standards (USA). 

Euro-HYGIA®

Flow: 130 m3/h

Head: 75 m

Liquid temperature: up to 95°C, 150°C (SIP)

Single-stage
sanitary pump
AISI 316L

PN 25

Technical data performance curve
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No metal-to-metal contact

Confirm with high hygienic criteria

Multiple impellers available

Efficient free flow

Inboard shaft seal

Easy cleanable

No dead ends

No risk of contamination

FEATURES AND BENEFITS

Design variations

Euro-HYGIA®

Standard variation Description

Euro-HYGIA® Adapta® Horizontal installation Adapta®

Euro-HYGIA® Adapta® 
SUPER

Horizontal installation Adapta® motor 
with stainless steel shroud

Euro-HYGIA® Bloc
Horizontal installation, short coupled, on 
cast iron or stainless steel combi foot

Euro-HYGIA® Bloc-
SUPER

Horizontal installation, motor with 
stainless steel shroud, short coupled, on 
stainless steel combi foot

Variation on request	 Description

Euro-HYGIA® 
Adapta®-V

Vertical installation, Adapta®

Euro-HYGIA® Bloc-V Vertical installation

Euro-HYGIA® VE Vertical tank installation

Euro-HYGIA® CN
Horizontal installation, long-coupled 
version mounted on base plate

Euro-HYGIA® tronic
Horizontal/vertical installation motor 
with built-in frequency converter (up to 
22 kW)

*) in the FB version

*) 



Being responsible is our foundation
Thinking ahead makes it possible

Innovation is the essence
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The Euro-HYGIA® range:
Part of the Grundfos portfolio

This premium range of single-stage, end-suction centrifugal 
pumps is designed for use in industries where hygiene and 
flexibility are top priorities. They are part of the much wider 
Grundfos portfolio of pump technology,  systems, and solu-
tions – a palette which features innovative cleantech services 
and more. Key areas served include:

	Heating•	
	Cooling•	
	Water supply•	
	Wastewater•	
	Fire fighting•	
	Dosing•	
	Industrial processes•	

Explore the Grundfos portfolio at www.grundfos.com.	

It is probably larger than you think
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